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Occupational Safety and Health Administration 

r;JATt~iAi SAFETY DA-TA SHEET Jt~///.: :-~ 
Required under USDL Safety and Health R~gulations for Ship Repaiiing, 

Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917) 

SECTION I 
MANUFACTURER~ NAME I EMERGENCY TELEPHONe. ::-10. 

BRAY OIL COMPANY (213) 268-6171 X-50 

ADDR.,._ss (Number, Street, City, State, and ZIP Code) 
1 q ?c.:; T\Lo M::ll"'i ::1nna Ave Los Ange-les California qool2 

CHEMICAL. NAf,E AND SVNONYM_!1{ydrauliC Fluid ITRADENAM~ANDSYNONY~S/E 
Brayco 75 A 

CHEMICAL. FAMILY · ,JFORMUL.A 
Petrole·um Oil & Additiv s 

-. ····- . •.. ----- SECTION II - HAZARDOUS INGREDIENTS 

PAINTS, PRESERVATIVES. & SOLVENTS % TLV 
ALLOYS AND METALLIC COATINGS % 

TLV 
(Units} (Units} 

PIGMENTS ··------·-·-- ---- - ------· BASE METAL .... - . 

CATALYST 
.. t ----~ . - - -- ---- ··-·· -·-·· ALLOYS 

VEHICLE 
. . - METALLIC COATINGS -. .. 

SOLVENTS 
FILLER METAL 
PLUS COATING OR CORE FLUX 

.. 
ADDITIVES OTHERS 

-
OTHERS 

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOliDS. OR GASES I % 
TLV 

(Units} 

Tricresyl Phosphate . 0.5 
. . 

.. 

·-.. 

. .. 
SECTION Ill PHYSICAL DATA --

BOILING POINT (°F.) 
. 0· > 500 

SPECIFIC GRAVITY (HzO=l) 
.. - .872 

.. 
VAPOR PRESSURE (mm Hg.) N/ A---~ . PERCENT, VOLATILE . - ·--- ... ·----- N/A 

BY VOLUME(%) 

VAPOR DENSITY (AIR=l) 
- ~- -· --.- ... 

--N/A -· EVAPORATION RATE - •'. ----- -N/A · 
( ==1) 

SOLUBILITY IN WATER 
... ' 

-Insol 
------·· 

APPEARANCE AND ODOR Red clear liquid, Petroleum odor 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA ..... 
FL.ASH POINT (Method used) coc = 220°F 

JFL.AMMABLE LIMITS 

EXTINGUISHING MEDIA coc
2
/foam, dry chemical 

SPECIAL. FIRE FIGHTING PROCEDURES 
Normal petroleum oil fire-fighting 

UNUSUAL FIRE AND EXPLOSION HAZARDS None . 
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